Slope (/n % )

H

NOTE: Spocings shown in this chart ore bosed on hoving the ground fine ot the
upstream burrier of the same slevation as the averflow of the downstream barrier
o5 shown above. Spacings should be adjusted based on actual site performance.
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CHART I
RECOMMENDED SPACING FOR BALED HAY BARRIERS AND TYPE IN SILT FENCE
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INSTALLATIONS AT  DRAINAGE STRUCTURES

STATE OF FLORIDA DEPARTMENT OF TRANSPORTATION
ROAD DESIGN

ROCK BAG, BALED HAY,
BALED STRAW AND
SILT FENCE BARRIERS
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Curb & Gutfer

ourb &
Gutrer Pock Boos
PARTIAL INLET COMPLETED INLET DITCH BOTTOM
PROTECTION AROUND INLETS OR SIMILAR STRUCTURES

Edge of Shoulder. Grade Varjes

0 % Grode, Length Varles I__ =
See Below For I_______I
Prorection At Toe Of Siope
SECTION AA l_—: -

as]

Note:
Toe 07 S
Where the slape lengih exceeds 25 fee
concirue one-ron of tule apyiers at O longiuginal 07 i o, roe vares
grode midway up 7he siope. Confruct wo rt
bole tarriers where fhe slope length exceeds 50 feet. ELEVATION

ALONG FILL SLOPE

5000 Centers (Typ. )

Noturol
Ground

LEVATION
0 BE USED WHERE THE NATURAL GROUND

ELEVATION
.
SLOPES AWAY FROM THE TOE OF SLOPE

T0 BE USED WHERE THE NATURAL GROUIND
SLOPES TOWARD THE TOE OF SLOPE

AT TOE OF SLOPE
BARRIERS FOR FILL SLOPES

INLET

A

“

a

o

ELEVATION
BARRIER FOR PAVED

Sand Bags
Section 985 OF Tt
5'Win. Specificotions.

— i
1" Win. Recommended :

Anchor Top Bales Tu Lawer Boles With 2 Stokes Per Bale.

ELEVATION
TYPE I

BARRIERS FOR UNPAVED DITCHES

NOTES FOR BAILED HAY OR STRAW BARRIERS

Type Tand IT Barriers should be spaced in ocoordance with Chart /. Shect I.
Hoy bales shall be trenched 3" o 4" and anchored with 2 - /" x 2" (or 1" gio. ) x 4w

stakes. Stakes of ofher material or shape providing cquivalent strength may be used if approved

by the Engineer. Stakes ofher than wood shall be removed upon completion of fhe project.

Rails and posts shall be 2" x 4” wood. Other materials providing equivialent strength may be

used if appoved by the engine:

Adjacent bales sholl be butted Firmly together. Unavaidable gaps shall be plugged with hay or strow

fo prevent sift from possing.

Where used in conjunction with silf fence, hay bales shall be placed on the upstream side of the Fence.
Boles fo be pold for under the controot unlt price for Boled Hoy or Strow. EA. The unit price shall

include_the cost of filter fabric for Type Tand IT Barriers. Sc hall be poid for under fhe
unit price for Sandbagging, CY. Rock bags to be paid for under the contract unif price for Rock Bogs, EA.

Woven Flijer Fabrie In Absence OF
Established Gross ( Approx. /2’ x/2' ).

-

Shall Meet The Requirements
e Standord

1" Min. Recommended

DITCH

1" in. Recommended

ELEVATION
TYPE T

STATE OF FLORIDA DEPARTMENT OF TRANSPORTATION
ROAD DESIGN

ROCK BAG, BALED HAY,
BALED STRAW AND SILT
FENCE BARRIERS
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x5
Principle Post Posit

. i ptionol Post Positions jon
Post Options: Softwood 23" Dia. ‘ .
S 28 e | N (Conted 20° Toward Flow )
Filter Fobric (/n 3
Optional Past Pasitions

Harawood 13'x 13" ' 3
Steel 1330/t & bor. Conformance Wiih N
Sec. 985 FDOT Spec.) 2
o i Filter Fabric
§ TS i
N Y | SIt Flow Poultry Wesh (20 Ga. in.) o Privaple ost Position
3§ = Post Qptions: Softwood 4! Ol o Tyoe A Fence Foorie 3 't anfed 20" Towerd Flow )
" - F0OT Spec.)
L 3 8
SEE’T/DN Jihe »m.\%—‘ / EJ‘ // Pouttry esh o
—_ Tyge A Fence Fabric
ELEVATION i Fabrc (1 Confornange ¢ Fivver Fabris
i
i
N |
5| |
TYPE IT SILT FENCE z ! St o
B
/0
i’
ELEVATION SECTION
TYPE IZ SILT FENCE
Stormwater
Runoft

NOTES FOR SILT FENCES

it Fence Protection
In Ditohes with Inermittent Flow
1. Type IIL Silt Fence fo be used ot most locations. Where used in difches,
the spaing for Type I Silt fence shall be in occordonce with Chart I, Sheef 1.

2. Type IV Silf Fence fo be used where lorge sediment loods are anticipated. Suggested use
is where fill slope s I:2 or stecper and length of slope exceeds 25 feet. Avoid use where
the detained woter may bock info trovel lanes or off fhe. right of way.

3. Do nef construet i fences across permonent flowing wofercaurses. STl fenc
%0 et uplond lastions ond oroisiy battiers used of o manent bodies of water.

‘ 4. Where used as slope profection, Siif Fence s fo be constructed on 0% longitudinal grode
10 ovald channelizing runoff olong the length of the fence.

5. Silf Fence fo be paid for under the controct unif price for Stoked Silt Fence, ( LF ).

Silt Fence Frorection
STATE OF FLORIDA DEPARTMENT OF TRANSPORTATION
ROAD DESIGN

ROCK BAG, BALED HAY,
BALED STRAW AND SILT
FENCE_BARRIERS
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